
RA711SOLAR CERVELLI LED FLOODLIGHT (BATTERY SEPARATE)

CERVELLI S3 DOUBLE ARM INSTALLATION VIEW

LUMINAIRE SPECIFICATIONS
• Power S3 - 100W

S3 - 120W
S3 - 150W
S3 - 200W

• Fitting Material Marine Grade High Corrosive 
Resistant Die-Cast Aluminium

• Bracket Material Epoxy Powder Coating

• Fitting Color White Aluminium
Akzo Nobel RAL9006

• Optical Cover High Transparency Tempered Glass

• Ingress Protection IP66

• Impact Protection IK08

• Operating Temperature -30 ~ +50

• Installation Bracket Mount

• Optics Narrow, Medium
Wide, Asymmetrical

LED MODULE SPECIFICATIONS
• LED Type 5050

• Color Temperature 3000K Warm White
4000K Neutral White
5000K Cool White
6500K Daylight

• L70 50,000 Hrs

• PCB Material Metal Core (Aluminium)

APPLICATION
• Parking Areas, Facades Lightings, Stadiums / Sport Lightings,

Jetties, Ports & Highmasts

SOLAR SYSTEM SPECIFICATIONS

• Solar Panel  Type Mono Crystalline  

• Solar Panel Capacity 2 x 36V 120W (For S3-100W & 120W)
2 x 36V 150W (For S3-150W)
2 x 36V 180W (For S3-200W)

• Backup Time 2 Da

• Charge Controller MPPT Charging
Overheat Protection
Output Short Circut Protection

• Battery Lithium-Iron Phosphate 25.6V 80Ah
Lithium-Iron Phosphate 25.6V 100Ah
Lithium-Iron Phosphate 25.6V 120Ah
Lithium-Iron Phosphate 25.6V 160Ah

FEATURES
• Stable photo-electric conversion e�ciency
• Advanced di�use technology
• Longer lifespan, more than 2000 cycles (battery)
• Micro current charging function
• Membrane for pressure stabilize
• Adjustable angle of solar panel

• Operate with an on / o� switch

* Please indicate LED color temperature and optic when ordering.
* All result tested base on 5000K CCT LEDs.

MEASUREMENT & ORDER CODE

S3
S3
S3
S3

100W
120W
150W
200W

WATTAGEMODEL

150
145
145
145

58.86 kg
63.76 kg
72.72 kg
85.24 kg

NETT WEIGHTSYSTEM EFFICIENCY
lm / W

48
48
64
80

98
118
149
196

NO. OF LEDS

14700
17100
21600
28330

TYPICAL LUMINOUS
FLUX

TYPICAL WATTAGE

4 Hour
2 Hour
6 Hour

100%
60%
40%

TIME PROFILE

DIMMING PROFILETIME DURATION
OF 12 HRSWATTAGE

100W, 120W, 150W,
& 200W

•  The charging performance and operating autonomy of the solar
LED lighting system depends on site installation conditions and 
the availability of adequate sunlight exposure to the solar panel. 
Locations with insu�cient sunlight may result in reduced 
battery charging e�ciency and shortened operating duration.

• Easy maintenance
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Note: All specifications are subject to change without prior notice for product improvement. Images are for illustrative purposes only.


